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Product Information  

ISO Class 5 -  
Cleanroom Class 100 – 100,000 

 Chemsplash® Cleanroom Hood 
  
 The Chemsplash® Cleanroom Hood is suitable for ISO 5 Class (Class 100) Cleanrooms and critical environments. 
 The Garment is manufactured with an Antistatic Polyester material, with twin needled stitching, the fabric edges are heat sealed, 
 with an adjustable stud front fastening and back studs to provide a comfortable fit including stud fastening for a facemask. 
 The low linting garment is suitable for Autoclaving, Gamma Irradiation and Industrial washing. 
 Available in Blue and White, and the flexible sizing between XS to 2XL 

 

 

 

 

Ordering Information 

 

 

CODE 

 

5737-XS-B 

5737-S-B 

5737-M-B 

5737-L-B 

5737-XL-B 

5737-2XL-B 

 

SIZE 

 

XS 

Small 

Medium 

Large 

XL 

2XL 

 

COLOUR             

 

 

 

   Blue 

 

 

 

CODE 

 

5737-XS-W 

5737-S-W 

5737-M-W 

5737-L-W 

5737-XL-W 

5737-2XL-W 

 

SIZE 

 

XS 

Small 

Medium 

Large 

XL 

2XL 

 

COLOUR 

 

 

 

White 

 

Key Attributes 

• Antistatic Polyester Material 

• Heat sealed fabric edges 

• Crown and Hem bound for added protection 

• Twin Needle Stitching 

• Adjustable back Studs for improved fit 

• Internal facing Studs for facemask attachment 

• Low linting garment 

• Recommended for ISO 5 Class Cleanrooms 
 
 
Material 

• Antistatic Polyester 

Colour 

• Blue and White 

Additional Information 

• Suitable for Autoclaving - 122°C x 20 mins Maximum 

• Suitable for Gamma Irradiation 

• Recommended garment lifespan: 50 – 65 washing cycles 

• Maximum washing temperature 60°C, mild process 

• Neutralise wash water to ph of 7.0 

• Tumble drying possible at low temperatures 

• Iron at a maximum sole-plate temperature of 110°C without 
steam 

• Steam Iron is not recommended 

• Do not Bleach 

Cleanroom classification 

• Recommended for use in ISO Class 5 (Class 100) 
cleanroom applications 

Quality Standards 

• Manufactured in a facility holding ISO 9001:2008 

                              

 

 

 


